HAIR-X*

WIND GENERATOR

L NUZ
Consultance and Installation: AT A ,

What is a Wind Turbine Generator
(WTG)?

The WTG like the here shown Air-X consist of

ea rotor with three rotor blades (1,2 m diameter)
ean integrated battery charge controller

ea mounting pole or tower

This small WTG like the Air-X produces DC-
Voltage of 12 V or 24 V that will charge your
batteries. The perfect solution is a homesystem
consisting of Solar Panels and of a WTG, that
both will charge the batteries - it is calles a
“hybrid system”.

With an additional WTG you will reduce the
stress for your batteries. Furthermore the WTG
will prolonge the autonomy of your system,
because electricity will be generated and stored
also during the nighttime and during the cloudy
seasons.
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Can | use a WTG on Koh Samui?

Yes. there is enough wind on Koh Samui - close
to the sea and on the mountains. But the south
and west part of Samui are rather calme, while
the winds in Maenam and on the eastcoast are
stronger and more consistent.

The power output of a WTG is measured by
“Watt-peak”. But this number will be reached only
at higher windspeeds of 10-12 m/s - these are
not the average windspeeds. At a smaller
windspeed the energy output will be fairly less. In
order to estimate the average generator output
every reliable manufacteurs will indicate the
monthly energy output compared to the annual
average wind speed (see chart above).
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What is the AIR-X?

The AIR-X builds upon what made AIR
the world's #1 selling small wind
turbine with new technology previously
found only in mega-watt-class wind
turbines. Made in USA!

Rated Qutput 400 watts @ 28 mph
Peak Power 550 watts
Voltage 12 & 24 Vdc

Power Controller Microprocessor-based RPM control with
peak power tracking for minimizing blade noise, and
optimizing blade-to-alternator efficiency.

Lower tip speed. Passive charging

Voltage Regulator Reads at battery for increased efficiency,
better braking, and zero trickle charge.

Over Speed Control Electronic torque control limits RPM,
results in quieter operation.

Rectification Internal, synchronous rectifier bridge

Warranty 3 years

Weight 13 Ibs. (5.85 kg)

Rotor Diameter 46 in. {1.15m)
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You need a stronger WTG than
the AIR-X? See next page!




